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EAST  ELEVATION

NGL 00
GFL 100

LL 2100
CL 2500

AL 2500
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MOVABLE LOUVERS
BUILT FROM
PALLETS AND 38 x
38MM TIMBER

NORTH ELEVATION

NGL 00
GFL 100

LL 2100
CL 2500

AL 2500
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SOUTH ELEVATION

NGL 00
GFL 100
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CL 2500

AL 2500
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POLYCARBONATE SHEETS
SCREWED TO 38 x 50MM
WOOD
FRAME. FRAME HUNG ON
L-SHAPED STEEL
SECTION

PALLETS DECKBOARD
PIECES SCREWED TO
38x38MM TIMBER
BUTTONS

WEST  ELEVATION

NGL 00
GFL 100
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CL 2500

AL 2500
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280.0

30MM THICK SCREED ON
100MM
CONCRETE SLAB
ON DAMP PROOF
MEMBRANE
ON 150MM THICK
COMPACTED
HARD CORE

16MM PALLET
CEILING FIXED
TO 38X38 MM
S.A PINE
BRANDERING
AT 400MM
CENTRE TO
CENTRE

THATCH FIXED TO
PURLINES FIXED
TO GUM POLES
(100MM min) AT 500
CENTRES. DONE
BY SPECIALIST

NATURAL FIELD STONE
FOUNDATION IN
CEMENT MORTAR

DETAIL 4

SECTION A-A

LOUNGEKITCHENBATHROOM

scale 1: 100

BURNED CLAY BRICK FINISH ON 20MM
FINE SAND LAYER ON DPM
ON COMPACTED SOIL. MIX OF SAND AND
CEMENT (ratio) TO TILL GAPS

30MM THICK SCREED ON
100MM
CONCRETE SLAB
ON DAMP PROOF
MEMBRANE
ON 150MM THICK
COMPACTED
HARD CORE

NATURAL FIELD STONE
FOUNDATION IN
CEMENT MORTAR

150MM THICK THATCHING
GRASS OR REED NAILED
TO 150 MM ᴓ GUM POLE
TRUSS.

POLYCARBONATE SHEETS
SCREWED TO 38 x 50MM
WOOD
FRAME. FRAME HUNG ON L-
SHAPED STEEL SECTION

PALLETS DECKBOARD
PIECES SCREWED TO
38x38MM TIMBER BUTTONS

280MM THICK STONE AND
CLAY BRICK WALL WITH 10
MM MORTAR. 175 x 20m BRICK
REINFORCEMENT WIRE
EVERY 3 COURSES

230MM CLAY BRICK
WALL
WITH 10MM
MORTAR

DETAIL 1

DETAIL 2

DETAIL 3

SECTION B-B

LOUNGE
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Damp proof
course

Selected lathes with
common diameter
with 225mm spacing

150mm thick
thatching grass

DETAIL 4
scale 1: 20

Pallet screwed to 38x38 mm timber
with 45 mm screws

75mm screw used to attach pallet to
38x38mm timber and 38x50 mm
timer

38x50mm
timber

38x38mm
timber

DETAIL 3
scale 1: 20

Natuaral field stone
foundation in cement

mortar

Clay bricks with 10mm
mortar

30mm thick creed on 100mm
concrete slab on damp proof
membrane on 150mm thick
compacted hard core

damp proof
membrane

175x 20m brick
reinforcement
every 3 courses

Field stone wall joint to claybrick wall by
reinforcent

DETAIL 2
scale 1: 20
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LOUNGE KITCHEN AND
DINING AREA

MASTER BEDROOM BEDROOM 1

BATHROOM

FLOOR PLAN

9 m210.50 m2

4.5 m2

23.53 m2

B-B

A-AA-A

B-B

 Polished Sceed  Polished Sceed

 Polished Sceed
 Polished Sceed

Vinyl Tiles

Clay
brick
floor
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Selected lathes with
common diameter with
225mm spacing

150mm ø Gum pole
truss

150mm thick thatching grass or reed

Beam filling

Thatching crook

The depth of fixing should
be 150-200mm from fixing
to outside of thatch

Wire anchor built into
wall

DETAIL 1
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ENTRANCE
 GATE

MAIN HOUSE

VEGETABLE GARDENS

WASHING LINES

SITE PLAN
scale 1:100

PIT LATRINE

PRESENTATION BOARD


